
ART: da RTBR300__  a  RTBR31__

ART: from RTBR300__  to  RTBR3__14
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For a correct installation of the multifunctional showerhead (fig.1), is necessary to 
securely fix the support frame to the ceiling frame (or to the false ceiling frame) through 
the fins (1) or through set screw in the slots (3). If it is possible use also fixing bars (2) for a 
proper locking.
For a correct placement of frame, the water system (1 or 3 pipes depending on the different 
options available) must be at the center of the frame, and the lower edge of the frame 
must be aligned with the external surface of the ceiling (fig.2).

4IMIS00011

massma
Rettangolo

massma
Macchina da scrivere
IMIS00191



EN - Before fixing the frame, make sure 
that it is aligned with the ceiling. 

EN - Seal the space between frame and 
ceiling.

EN - Before connecting the 
showerhead, make sure that the 
water system be empty and clean.

EN - If necessary, for fixing in masonry 
use fins A and B.

IT - Per il fissaggio in muratura 
servirsi se necessario, delle alette 
aggiuntive A e B.
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 Before coupling the showerhead with the frame, hook the safety wires (1). For higher 
security, if the frame is hooked to the false ceiling, fix the frame to the masonry ceiling with 
safety hooks (not provided).
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EN - Power supply installation zone

EN - In this area the installation of the power 
supply  is forbidden

EN - Complete the installation of 
showerhead by performing the 
hydraulic and electrical connections 
(for chromotherapy model use the 
attached instructions). Check the 
hydraulic system then fix the 
showerhead to the frame with the 
screws in their seats. 

7IMIS00011

massma
Rettangolo

massma
Macchina da scrivere
IMIS00191



6

EN - According to the law, all installation and maintenance operations require  a qualified person. 
Children should be supervised and should not play with the device. Always turn the voltage  off before 
performing any operation. Install the device Class 2-12 Vac +/-3% - Min35 VA in the position shown onpage 6 
in zone A according to IEC regulations about safety distance. Verify the sealing of the hydraulic system before 
making the electrical connections. In case of damage, the electrical cables and spare parts must be replaced 
by qualified persons. The manufacturer disclaims any liabilities for damages which may result as a 
consequence of improper use/installation not complying with the instructions.

8IMIS00011

massma
Immagine posizionata

massma
Immagine posizionata

massma
Rettangolo

massma
Macchina da scrivere
IMIS00191



A
LLA

C
C

IA
M

E
N

T
O

 A
LLA

 R
E

T
E

 E
LE

T
T

R
IC

A
(D

A
 E

S
E

G
U

IR
E

 IN
 S

IT
O

)

S
C

A
T

O
LA

 E
S

T
E

R
N

A
 IP

56
E

X
T

E
R

N
A

L B
O

X
 IP

56

C
A

V
O

 E
L

E
T

T
R

IC
O

 5M
T

 C
O

N
C

O
N

N
E

T
T

O
R

E
 4 P

IN
 P

E
R

 S
O

F
F

IO
N

E

C
A

V
O

 E
L

E
T

T
R

IC
O

 5M
T

 C
O

N
 C

O
N

N
E

T
T

O
R

E
10 P

IN
 P

E
R

 D
IP

LA
Y

 T
O

U
C

H
 S

C
R

E
E

N

E
LE

C
T

R
IC

 C
A

B
LE

 5M
T

 LE
N

G
H

T
 W

IT
H

 4
P

IN
S

 C
O

N
N

E
C

T
O

R
 T

O
 H

E
A

D
-S

H
O

W
E

R

E
LE

C
T

R
IC

 C
A

B
LE

 5M
T

 LE
N

G
H

T
 W

IT
H

 10 P
IN

S
C

O
N

N
E

C
T

O
R

 T
O

 T
O

U
C

H
 S

C
R

E
E

N
 D

IS
P

LA
Y

T
O

U
C

H
 S

C
R

E
E

N
 D

IS
P

LA
Y

G
U

A
R

N
IZ

IO
N

E
 A

D
E

S
IV

A

S
C

A
T

O
LA

 A
D

 IN
C

A
S

S
O

P
E

R
 T

O
U

C
H

 S
C

R
E

E
N

A
D

H
E

S
IV

E
 G

A
S

K
E

T

W
A

LL-M
T

D
. B

O
X

 F
O

R
T

O
U

C
H

 S
C

R
E

E
N

 D
IS

P
LA

Y

T
O

 T
H

E
 M

A
IN

S
 P

O
W

E
R

(T
O

 D
O

 O
N

 S
IT

E
)

massma
Macchina da scrivere
9

massma
Macchina da scrivere
IMIS00191



Display collegato, stato di attesa
Display connected, stand-by mode

Funzionamento manuale.
Selezione di un colore per volta
Manual mode.
Selection of a color per touch

Funzionamento automatico.
Variazione continua dei colori (16/17 sec. per colore)
Automatic mode.
Continuous variation of colors (16/17 sec. per color)

Sistema acceso, LED spenti
System on, LEDs off

bianco
white

rosso
red

giallo
yellow

verde lime
lime green

ciano
cyan

blu
blue

verde
green

blu scuro
royal blue

viola
violet
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EN - WARNING! THE INSURANCE DOES NOT COVER THE LIMESTONE’S DAMAGE AND DAMAGE CAUSED BY IMPURITIES.
The Insurance does not cover the incorrect use of the equipment.

The Insurance does not cover the incorrect use of the equipment.
Recommendations of use:
- Thoroughly flush the system before installing the equipment
- Periodically clean the nozzles from deposits of limestone

Cleaning of metal parts:
- Use soft cloth dampened with water and soap
- Wipe with a cloth the showerhead after use

Advice:
- The installation of  a filter system and a water softener extend the lifespan of this equipment
- Do not use alcohol, hydrochloric acid, phosphoric acid, bleach, chlorine and abrasive powder to clean

The device has a two-year warranty against manufacturing defects. 

The warranty does not cover:
- Different installation/use from what recommended in this instruction manual
- The incorrect set up/installation of the  water system
- Damages caused by  limestone and water impurities
- The use of improper cleaning materials
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